








INVISILED® PALETTE Outdoor Design Guidelines

LAYING OUT
INVISILED®
DESIGN

Determine the necessary quantities of 1 foot, 5 foot and 10 foot sections that are needed. Requires a minimum run length of 1 foot
and is limited to a maximum run of 40 feet per 120V Power Supply. Depending on length of run, determine how many
power supplies are needed.

CONTROLLER(S)

For runs over 40 feet, determine the type of color changing effect you want to achieve, synchronized effect or individual effect.
For a synchronized effect the Master Controller needs to connect to a Slave Controller (a separate Slave Controller is

needed for every additional 40 foot run). Use a Palette Signal Wire (LED-TO24-SW) to extend the distance between

Master and Slave Controllers. For individual changing effects use multiple Master Controllers.

Every additional Controller, Master and/or Slave, requires its own 120V Power Supply.

Use Wireless Controller to remotely adjust the Color Changing effect (see page 2 for diagram of controller functions).

POWER

Connect Power Supply to Master Controller, use a Joiner Cable (LED-TO24-IC) to extend distance between the
Power Supply and the Controller. One Power Supply and one Controller is need for every 40 feet of tape light
(see CONTROLLER(S) above for different configurations).

JOINING
SECTIONS

Use an RGB Joiner Cable (LED-TO24-IC-RGB) to extend the distance between the Master and/or Slave Controller and the start
of the run. Choose the needed connectors to achieve your desired effect. Connect male and female ends creating straight lines,
any angled turns, or lengthwise curves. May be cut to length every 6" (see indicated markings on back of INVISILED® section) or at
the end of every run (cut sections may not be rejoined to start a new section and must be sealed with silicon after adding end cap).

MOUNTING

Four mounting options available for wood, concrete and many other outdoor applications.

Assistance is only a phone call away. Please call WAC to speak to a friendly technical support specialist. Call 800.526.2588

Sample Layout

A EN-024100-RB2-T Remote power supply

B LED-TO24-1C6 Joiner cable

C LED-TO24-CM Master controller

D LED-TO24-CS Slave controller

E LED-TO24-SW60 Palette signal wire

F LED-TO24-1C72-RGB  RGB joiner cable

G LED-TO24-WS Palette wireless controller
H LED-TCO-1-RGB 1 foot Palette tape section
I LED-TO24-X-RGB Palette X connector

J LED-TCO-10-RGB 10 foot Palette tape section
K LED-TO24-EC End cap

L LED-TO24-Y-RGB Palette Y connector
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LED-TCO-5-RGB 5 foot Palette tape section
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