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INSTALLATION INSTRUCTION
Mini Accent
5111 / 6111 / 6211

INSTALLATION ACCESSORIES

Step 1: Determining the location 

1.	 Make sure your main power is off.
2.	 At the point of installation, mount the stake by placing a piece 

of wood on the stake and hammering the wood. Hammer until 
the bottom of the ring is flush with the ground.

3.	 In the case of hard soil, dig a hole and place the stake in so  
that the bottom of the ring is flush with the ground. Fill the rest 
of the hole with the removed soil and pack it tight to secure  
the stake.

4.	 Screw the fixture onto the stake provided, leading the wire from 
the fixture through the wire slot in the stake. Lighting Fixture

Wire Slot

Fixture Wires

Mounting Stake

Wire Nut
Qty: 2 pcs for 5111, 6111
Qty: 4 pcs for 6211
7EAC352401

Hex Key
Qty: 1 pcs
7MPE155003
1/16”

Hex Key
Qty: 1 pcs
7MPE205001
5/64”
For model 6111,6211

Mounting Stake
Qty: 1 pc
7TVD207001BW
For Model 5111

Stem Kit
Qty: 1 pc
Include: �1×6” Rod 

1×12” Rod 
1×24” Rod 
1×9” Stainless Steel Spike

For Model 6111, 6211

HammerWood

Mounting Stake

Soil
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INSTALLATION INSTRUCTION
Mini Accent
5111 / 6111 / 6211

Step 2: Wiring the Fixture
*Note: Transformer is required to power the fixture (Sold Separately). 

1.	 Cut the power supply wire from the transformer at the location 
of the fixture.

2.	 Separate the power supply wire into two individual wires by 
lightly pulling on each side so that a couple inches is separated.

3.	 Strip off 1/2 inch of the insulating material from each wire and 
connect one to each of the wires from the fixture using the 
outdoor rated direct burial wire nuts provided.

Step 3: Installing the Fixture

1.	 Screw the fixture onto the stake provided, leading the wire from 
the fixture through the wire slot in the stake.

2.	 If desired, bury your wire by digging a small trench. Close the 
trench by applying an inward force to both sides of the trench.

3.	 Repeat steps for other fixtures in the same electrical circuit.
4.	 Turn the main power supply back on and make sure the fixtures 

light up.

Step 4: Aiming the Fixture

1.	 Tilting: Loosen the joint screw and adjust the head of the fixture 
to the desired direction before retightening the screw.

2.	 Loosen the mounting knob and rotate the fixture to the desired 
position before retightening the knob.

Tilting

Joint Screw

Note: To install multiple fixtures, also 
connect the power supply wire of each 
additional fixture to the connection 
described in 7 of the previous fixture

Note: To install multiple fixtures, follow the diagram above

Rotating

Mounting Knob

Transformer

Transformer
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INSTALLATION INSTRUCTION
Mini Accent
5111 / 6111 / 6211

Step 5: Dimming Adjustment

1.	 Use a Philips head screwdriver to adjust the dimming dial.
2.	 Rotate until the arrow on the dial is pointed at the desired 

wattage. The wattage may be adjusted to the pre-existing tabs 
or any value in between.

3.	 The lower the wattage, the dimmer the fixture will be. 
4.	 Please refer to the yellow tag to determine the size of the 

required transformer.

Step 6: Beam Angle Adjustment

1.	 Note the four pre-determined beam angles on the beam angle 
changing dial.

2.	 Remove shroud before adjusting beam angle (See Step 7).
3.	 Use the provided Hex Key to slightly loosen the set screw one or 

two turns. Do not remove the set screw from the fixture. 
 
CAUTION: Do not remove set screw from the fixture. It should 
only be removed from the fixture for servicing. Consult factory 
for service instruction. 

4.	 Hold the fixture body and rotate the dial until the Arrow is 
aligned with the desired beam angle. This beam angle may be 
one of the pre-determined markings or any number in between. 
 
CAUTION: Keep the arrow marking on the fixture body be-
tween the beam angle range. 

5.	 Tighten the set screw until it stops. Do not over tighten.
6.	 Install the Shroud.

Step 7: Shroud Adjustment

1.	 Loosen the thumb screw on the shroud.
2.	 Rotate the shroud until it is in the desired position to properly 

cut off glare.
3.	 Retighten the thumb screw to lock the shroud in place.

1

2

4

6

7

10°

25°
40°

°

Set 
Screw

Hold fixture

Shroud

Thumbscrew

Turn dial with
other hand

Beam Angle
Dial

Hex 
Key

50
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INSTALLATION INSTRUCTION
Mini Accent
5111 / 6111 / 6211

ACCESSORIES

I. Color Lens: 
Colored lens come in red, blue, green and amber to filter the light 
coming out of the fixture.

Installation: Loosen the thumbscrew and remove the shroud. 
Place the colored lens into the fixture and secure by replacing  
the shroud

 
 
II. Hex Louver: 
Hex louvers are used to reduce the glare of the fixture and control 
peripheral light.

 
Installation: Loosen the thumbscrew and remove the shroud. 
Place the hex louver into the fixture and secure by replacing  
the shroud. 

Create a route underneath the accessory for your wire to travel 
through. Lead your wire through the created route and screw your 
fixture onto the surface mount accessory.

III. Surface Mount Accessory:
The surface mount accessory is used to mount the fixture to a hard 
surface like wood or cement or as alternative to the mounting stake.

 
Installation: Mount the accessory to a hard surface using No. 10 
Philips head screws that are at least half an inch long.  
If mounting on concrete or something similar, first use a plastic 
anchor sized for No. 10 screws.  
If mounting on a soft surface first attach the included spikes. 
 
Create a route underneath the accessory for your wire to travel 
through. Lead your wire through the created route and screw your 
fixture onto the surface mount accessory.

Shroud

LENS-16

No. 10 Tapping Screw

Surface Mount Canopy

Removable Spike
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INSTALLATION INSTRUCTION
Mini Accent
5111 / 6111 / 6211

IV. Tree Mount Accessory: 
The tree mount accessory is a way for fixtures to be mounted on the 
trunk or a branch of a tree while minimizing damage to the tree.

Installation: Mark the screw hole locations at the point of 
installation. Screw the provided screw bolts into the tree  
until the unthreaded portion of the bolt meets the surface of  
the tree. Screw a hex nut onto bolt until it hits the unthreaded 
area. Place the three mount bracket onto the bolts and secure 
using additional hex nuts. Attach light fixture and lead wire 
through the bracket.

 
 
V. Extension Accessory: 
Using extension rods and rod joiners, fixtures can be mounted away 
from a surface in any desired direction. Rods come in 5 sizes:  
4 inches, 12 inches, 18 inches, and 24 inches. These rods can be 
connected via either straight or 90 degree rod joiners.

 
Installation: Screw in a rod joiner into your mounting accessory. 
Screw an extension rod to the other side of the rod joiner. 
Continue to use rod joiners and extension rods until the fixture is 
in the desired position.

Wood Screw Bolt

Tree Mount Junction Box

90° Rod Joiner

Extension Rod

Rod Joiner

Mounting Accessory

Hex Nut

Hex Nut
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INSTALLATION INSTRUCTION
Mini Accent
5111 / 6111 / 6211

For Model 6111 & 6211 (Soft Ground Installation)
 
Different heights can be achieved by joining the rods together.
Fixture Aiming can be adjusted by using the provided Hex Key.

6111

6211

I Connector

I Connector

6” Rod
6” Rod

12” Rod 12” Rod

I Coupler I Coupler

Stainless Steel Spike
Stainless Steel Spike

24” Rod

24” Rod


