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INSTRUCTIONS:         Pendant Fixture – Surface Mounts 
                PD-MI and PD-MO  
 
• Always turn off power at fuse box prior to installation. 
• A remote transformer is required. 
 
1. Insert output wires from transformer through the knockout  

at the bottom cover. 
2. Mount bottom cover ( part 2 ) to surface. 
3. Connect output wires from transformer to wires from fixtures. 
4. Close bottom cover ( part 2 ), and tighten screws ( part 1 ). 
 
TO INSTALL SHADE 
1. Remove “Ring” from the “Socket Cover” by turning it counter clockwise. 
2. Slip shade over the “Socket Cover”. 
3. Replace “Ring”. 
 
TO FIELD SHORTEN PENDANT 
1. Remove “Socket Holder” and “Socket Cover” by removing the  

wire nuts and strain relief. 
2. Cut the cord to desired length ( add 2 ½” for splicing and connections ). 
 
Option : To install “Hang Straight Tube Accessory” 

a. Remove “Plastic Fitter” and replace with the “Metal Fitter” provided. 
b. Use a knife to cut the tube to desired length. 

( add ½ “ for insertion into metal fitter ) 
c. Slip the tube over the cord. 

 
3. Slip “Socket Cover” over the cord. 
4. Slip “Socket Holder” over the cord. 
5. Slip “Strain Relief” over the cord. 
6. Carefully splice the end of the cord. 
7. Connect wires from the cord to wires from socket with wire nuts. 
8. Tighten “Strain Relief” about 2” above the wire nuts. 
9. Place all wires and connections back into the “Socket Cover”. 
 
TO RE-LAMP 
Note : This fixture is designed for use with a 50W 12V JC Bi-Pin lamp (JC-50).  
 
1. Remove “Bulb Cover”. 
2. Carefully remove lamp from socket. 
3. Insert new lamp into the socket.  

(be sure not to touch the lamp with your bare hands) 
4. Replace “Bulb Cover”. 
 
 
• Please retain instructions for maintenance reference. 

 


