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Model: WL-LED210
Step Light

FEATURES

• Fluid decorative profi le with full cut-off  illumination
• Die Cast Aluminum construction with abrasion resistant powder coat
    fi nish or plated Brushed Nickel fi nish 
• Magnetized design for easy installation and maintenance
• Title 24 Compliant (120V only)
• 50,000 hour rated life

– –

Example:  WL-LED210-C-BK

PRODUCT DESCRIPTION

Vertical rectangle Step Light. Designed for safety and 
style on stairways, patios, decks, balcony areas, walkways and 
building perimeters.

Features an architectural design. Energy effi  cient for long-lasting
indoor and outdoor lighting solutions. Creates an attractive, 
romantic impression at night.

SPECIFICATIONS

Construction:  Die-cast aluminum

Input: 120V or 277VAC  50/60Hz

Power:  Direct wiring, no remote driver needed. Input voltage: 
 120V or 277VAC  50/60Hz

Lumens: Up to 2 lm

Mounting: Fits into a switch box or a 2” x 4” Junction Box with minimum 
inside dimensions of 3”L x 2”W x 2.5”D

Dimming: 100% - 10% ELV (120V only)

CRI: 90

Standards: IP66, ETL & cETL Listed for wet locations

Voltage Power Model Color 
Temp Finishes

120V 3.5W
WL-LED210-C
WL-LED210-AM

3000K
Amber BK

BN*
BZ
WT

Black on Aluminum
Brushed nickel
Bronze on Aluminum
White on Aluminum277V 3W

 WL-LED210F-C
WL-LED210F-AM

3000K
Amber

*Brushed nickel Finish is for interior use only
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FIXTURE PERFORMANCE

Input Voltage Light Color Finish Lumens

WL-LED210 120V

C White

BK
BN*
BZ
WT

Black on Aluminum
Brushed nickel on Aluminum
Bronze on Aluminum
White on Aluminum

2
2
2
2

AM Amber

BK
BN*
BZ
WT

Black on Aluminum
Brushed nickel on Aluminum
Bronze on Aluminum
White on Aluminum

610 nm
610 nm
610 nm
610 nm

Input Voltage Light Color Finish Lumens

WL-LED210F 277V

C White

BK
BN*
BZ
WT

Black on Aluminum
Brushed nickel on Aluminum
Bronze on Aluminum
White on Aluminum

2
2
2
2

AM Amber

BK
BN*
BZ
WT

Black on Aluminum
Brushed nickel on Aluminum
Bronze on Aluminum
White on Aluminum

610 nm
610 nm
610 nm
610 nm

*Brushed nickel Finish is for interior use only


